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CABLE HEATER EXTERNAL

CABLE HEATER INTERNAL

INSULATION ARMAFLEX TYPE

COPPER DRAIN PIPES

NOTES
1. CABLE HEATER 50 W/m

COPPER PIPE FITTING INSTALLATION

DIRECTION OF FLOW

A

INTERMEDIATE OIL TRAP REQUIRED
AT INTERVALS OF 6 METERS

FITTING 8-10 ARE
COPPER/COPPER 90° SHORT
RADIUS BENDS

FITTING 1-7 ARE
FITTING/COPPER 90° SHORT
RADIUS BENDS

DIMENSIONS 'A' TO BE KEPT AS
SMALL AS POSSIBLE

6

DOUBLE RISER ARRANGEMENT

A

3 4

1 2

5

10

9811 12

13 14 15

7

REDUCING TEE

OPTIONAL FITTING
REDUCER

PRIMARY
(LARGEST)

SECONDARY
(SMALLEST)

FITTING 8 - 13 ARE FITTING/COPPER 90° SHORT
RADIUS BENDS
FITTING 14 - 15 ARE COPPER/COPPER 90°
SHORT RADIUS BENDS

PRIMARY
FITTING

REDUCER

REDUCING TEE

TRAP TO BE THE SIZE
OF THE PRIMARY

(LARGEST RISER PIPE SIZE)

ALTERNATIVE OPTION
TO ACCOMMODATE SHALLOW

TRAP ARRANGEMENTS

1A & 1B
45° SHORT RADIUS BENDS
FITTING/COPPER1A

1B 2

A

FITTING
REDUCER

A

POWERSIGNAL

SUITABLY SIZED CABLE TRAY
FOR POWER CABLING BY
REFRIGERATION CONTRACTOR

ALL REFRIGERATION PIPING
INDIVIDUALLY SUPPORTED ON, AND
CLAMPED TO EVERY UNISTRUT
ALONG PIPE ROUTE AS INDICATED.

SUITABLY SIZED CABLE TRAY
FOR SIGNAL CABLING BY

REFRIGERATION CONTRACTOR

P1000 UNISTRUTS SPACED AT
MAXIMUM OF 1500mm

INTERVALS ALONG
REFRIGERATION PIPE ROUTING

ALL PIPE CLAMPS TO BE OF
INSULCLAMP TYPE. PINCHING

OF ARMAFLEX INSULATION WILL
NOT BE ACCEPTED AND  NO

METAL TO COPPER CONTACT
WILL BE ALLOWED.

SUPPORT FROM STEEL
STRUCTURE BY

REFRIGERATION CONTRACTOR.
ADDITIONAL STEEL WHERE

SPANS DO NOT MATCH STEEL
STRUCTURE MUST BE

SUPPLIED BY THE
REFRIGERATION CONTRACTOR.

ANY FIXING TO PURLINS BY
REFRIGERATION CONTRACTOR
MUST BE TO THE BACK OF THE
PURLINS AS SHOWN ABOVE.

NO OF PIPES SHOWN FOR CLARITY.
CLAMPS TO BE PROVIDED TO

SECURE PIPING

HOT DIP GALVINIZED STEEL DRIP
TRAY TO BE PAINTED BY BUILDER
TO ARCHITECTS SPECIFICATION.

CABLE TRAY TO BE INTERNALLY
INSULATED WITH 25mm
ARMAFLEX SHEET INSULATION

PURLIN

ANGLE BY
REFRIGERATION

CONTRACTOR

CANDY CLIPS TO
PURLIN LIP WILL NOT
BE ACCEPTED

A

A

COPPER FITTING
SINGLE RISER
MORE THAN 6m

INTERMEDIATE OIL TRAP REQUIRED
AT INTERVALS OF 6 METERS

FITTING ARE FITTING/COPPER
90° SHORT
RADIUS BENDS

DIMENSIONS 'A' TO BE KEPT AS
SMALL AS POSSIBLE

SINGLE RISER ARRANGEMENT

SUCTION

LIQUID

S

TTTT

TEV/EEV AS SPECIFIED

FILTER DRIER

SUCTION

LIQUID

S

MAINS

TT

TT

TRAPPED PERSONNEL
ALARM

ALARM LIGHT

EMERGENCY PUSH
BUTTON

SIGNAGE, WIRING TO REMOTE LOCATION & BUSH BUTTON
BY REFRIGERATION CONTRACTOR

PIPED TO OUTSIDE IN ACCORDANCE
WITH REQUIREMENTS OF

SANS 1047:2014

REMOTE OR INTERGRATED
CONDENSER AS

SPECIFIED

GRAVITY SEWER FLOW FROM
CONDENSER TO

RECEIVER TO BE
ENSURED

SCHEMATIC LEGEND
PRESSURE SAFETY
VALVE

3 WAY VALVE

ANGLE VALVE WITH
SCHRADER CONNECTION

NON RETURN (CHECK)
VALVE

BALL VALVE

FILTER

SIGHT GLASS

REPLACEABLE CORE
TYPE FILTER DRYER

PRESSURE SWITCH

TEMPERATURE
TRANSMITTER

PRESSURE INDICATOR
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TENDER PURPOSES ONLY
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2 CONDENSATE DRAIN FOR FREEZER APPLICATION.

   1 : 50
1 COPPER PIPE FITTING INSTALLATION.

   1 : 20
5 DOUBLE PIPE RISER ARRANGEMENT.

   1 : 107 REFRIGERATION PIPE SUPPORT WITH DRIP TRAY DETAIL

   1 : 20
6 SINGLE RISER ARRANGEMENT.
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4

TYPICAL DETAIL - PIPING DX UNIT WITH MAINS LOCATED
ABOVE UNIT

   1 : 10
3

TYPICAL DETAIL - PIPING DX UNIT WITH MAINS LOCATED
BELOW UNIT

   1 : 258 TRAPPED PERSONNEL ALARM.

   1 : 1
9 TYPICAL SIMPLEXT SCHEMATIC

REV DESCRIPTION BY DATE
A ISSUED FOR TENDER JG 2021/11/15
B ISSUED FOR TENDER AS 2022/07/18


		2022-07-18T15:07:17+0200
	Asheeqah Salie
	PP for Sara Khan


		2022-07-18T15:07:25+0200
	Asheeqah Salie
	PP for Sara Khan


		2022-07-18T15:41:46+0200
	Adrian Julius


		2022-07-18T16:19:31+0200
	Stephen Frewen




